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CONTROL SYSTEM FOR EXHAUST GAS
FAN SYSTEM

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is the National Stage of International
Application No. PCT/US2008/087572, filed Dec. 19, 2008,
which claims the benefit of U.S. Provisional Application No.
61/022,120, filed Jan. 18, 2008, the disclosures of which are
incorporated herein by reference in their entireties.

TECHNOLOGY FIELD

The present invention relates to building exhaust systems.
More particularly, the present invention relates to control
systems and methods for controlling gas exhaust fans to
exhaust gas from the interior of a building.

BACKGROUND

The lifeline of every building ventilation system is the
exhaust system. The improper selection, application, instal-
lation, operation, and/or control of the exhaust gas system
can cause poor system performance. This can lead to unsafe
recirculation of fumes and exhaust gases, excessive noise,
premature maintenance, fan failure, and wasted energy.

Conventional gas exhaust systems typically have a fan
and a nozzle, or a fan and a stack device for pulling gas out
of the interior of a building and then conveying the exhaust
gas above the roof turbulence region. This may be accom-
plished by increasing the velocity of the exiting air in order
to properly dispel the air or using a tall stack, both of which
serve to avoid re-entrainment of the discharged exhaust gas.

In this regard, reference is made to U.S. Pat. No. 6,431,
974, issued to Tetley et al., U.S. Pat. No. 4,806,076, issued
to Andrews, and U.S. Pat. No. 5,439,349, issued to Kupfer-
berg, which are designed to provide a high velocity jet for
exhausting atmosphere and other gases. These exhaust fans
are typically mounted on the roof areas of buildings and are
used to carry exhaust gases as high as possible above the
roof line of the building so as to ensure an effective final
dilution of the gases within the greatest possible volume of
ambient air and to ensure their dispersal over a large area
with maximum dilution.

For example, the radial upblast exhaust fan apparatus
described and shown in U.S. Pat. No. 4,806,076 has a nozzle
in which two converging flow paths are defined by two
respective passageways. A fan is positioned within the fan
housing to urge exhaust gases to flow upwardly through the
exhaust paths. A passive zone located between the two flow
paths supplies environmental air for mixing by induction
into the contaminated gases being exhausted through the
converging flow paths.

These conventional systems exhaust the air away from
building intakes or any other areas that could lead to
re-entrainment of the discharged exhaust gas and to people
inhaling the exhaust. The common range for velocity dis-
charge from a stack is 1,000-3,000 fpm. The ANSI standard
for these fans is to maintain 3000 fpm at the discharge of the
fan.

Thus, in view of the foregoing, there is a need for control
systems for exhaust gas fan systems that ensure proper
system performance and provide efficient and safe opera-
tion. Embodiments of the present invention provide such
control systems and methods.
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2
SUMMARY

The following is a simplified summary of the invention in
order to provide a basic understanding of some of the aspects
of the invention. This summary is not intended to identify
key or critical elements of the invention or to define the
scope of the invention.

In accordance with the present invention a control system
is provided for exhaust gas systems of the type described
above. The control system may be mounted directly on to the
fan plenum so that it can operate one or more of: by-pass
damper actuators, stage the fans on multiple fan systems,
control the fan drive systems, adjust discharge nozzles,
determine the static pressure in the exhaust system, and
determine the air flow through the fan. The control system
may control one or more of the above exhaust system
components in order to maintain a minimum gas exhaust
through the exhaust fan while still maintain a minimum
discharge velocity to ensure proper operation of the exhaust
system. This helps to conserve energy.

According to one aspect of the invention, the control
system maintains the by-pass damper closed when gas flow
is above a certain minimum and otherwise opens the by-pass
damper to maintain gas exhaust above the minimum. A
constant static pressure may be maintained in the exhaust
system header by modulating the by-pass damper. By keep-
ing the by-pass damper closed except when it is necessary to
open the by-pass damper in order to correctly control
airflow, considerable savings in energy may be obtained. In
other embodiments, the by-pass damper may be eliminated
altogether.

According to yet another aspect of the invention, the
controller controls a plurality of variable speed fans
mounted on a common plenum in a multiple fan system. A
adjustable speed fan drive (VSD or VFD) may be provided
for each of the fans. The fan speed may be adjusted between
a pre-set minimum and a pre-set maximum speed for the
fans. When multiple fans are energized, the control system
preferably balances the load (e.g., flow rate) substantially
equally between the fans.

According to one aspect of the invention, adjustable
nozzles may be used to maintain a constant pressure in the
exhaust system header. An actuator may be used to change
the position of a portion of the outlet nozzle thereby adjust-
ing the nozzle outlet area. Decreasing the nozzle outlet area
decreases the flow and increases the velocity of the exhaust
air exiting the nozzle. Increasing the nozzle outlet area
increases the flow and decreases the velocity of the exhaust
air.

According to another aspect of the invention, the control
system is designed to maintain a minimum pre-determined
discharge velocity. This minimum point would be deter-
mined with the intent to avoid stack downwash and possible
re-entrainment conditions.

According to another aspect of the invention, in cases
where the building airflow demand could drop below the
level needed to maintain the set velocity, the fan(s) may be
mounted on a mixing plenum with by-pass or bleed-in
dampers. The control system would modulate these dampers
to “make-up” the additional air needed to maintain the set
velocity through the exhaust fan.

According to one embodiment, a single exhaust fan is
provided and the control system controls one or more of:
by-pass dampers, fan speed, and adjustable outlet nozzles to
maintain system set point. The exhaust gas fan system may
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include and the control system may control any one com-
ponent, sub-combination of components, or all components
listed above.

According to another embodiment, multiple exhaust fans
are provided and the control system controls one or more of:
by-pass dampers, fan speed, the number and staging of fans,
and adjustable outlet nozzles to maintain system set point.
The control system may also control the operation of iso-
lation dampers. When an exhaust fan is de-energized, the
isolation damper is closed. When an exhaust fan is ener-
gized, the isolation damper is opened. The exhaust gas fan
system may include and the control system may control any
one component, sub-combination of components, or all
components listed above.

According to another aspect of the invention, at least three
fans are mounted on a common plenum. At least one fan is
operating and at least one fan is in a standby mode. One of
the fans may comprise a redundant fan. In case of failure of
one of the fans, the control system may energize a redundant
fan for exhaust safety. The controls may provide for cycling
and sequencing of the fans.

Additional features and advantages of the invention will
be made apparent from the following detailed description of
illustrative embodiments that proceeds with reference to the
accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

The foregoing summary, as well as the following detailed
description of preferred embodiments, is better understood
when read in conjunction with the appended drawings. For
the purpose of illustrating the invention, there is shown in
the drawings exemplary constructions of the invention;
however, the invention is not limited to the specific methods
and instrumentalities disclosed. Included in the drawing are
the following Figures:

FIG. 1 shows an exemplary building exhaust gas fan
system,

FIG. 2A shows an exemplary exhaust gas fan system
having a control system in accordance with an embodiment
of the invention and having a pressure sensor, by-pass
dampers and adjustable speed drives;

FIG. 2B is flow diagram illustrating the logic of an
exemplary control system for controlling the building
exhaust gas fan system of FIG. 2A;

FIGS. 3A and 3B show an exemplary exhaust fan that
may be mounted on a roof of a building;

FIGS. 4A and 4B show an exemplary exhaust fan system
having two exhaust fans;

FIGS. 5A and 5B show an exemplary exhaust fan system
having three exhaust fans;

FIG. 6 is flow diagram illustrating the logic of an exem-
plary control system incorporating a redundant exhaust fan;

FIG. 7 is flow diagram illustrating the logic of an exem-
plary control system incorporating variable speed drive into
the exhaust fan system;

FIG. 8 is flow diagram illustrating the logic of an exem-
plary control system incorporating variable speed drive and
adjustable outlet nozzles into the exhaust fan system;

FIGS. 9A and 9B show exemplary adjustable outlet
nozzles;

FIG. 10 is flow diagram illustrating the logic of an
exemplary control system incorporating variable speed
drive, by-pass, and adjustable outlet nozzles into the exhaust
fan system; and

FIG. 11 shows an exemplary exhaust gas fan system
having a control system in accordance with an embodiment

10

15

20

25

30

35

40

45

50

55

60

65

4

of the invention for use with a multiple fan system and
having a pressure sensor and by-pass dampers.

DETAILED DESCRIPTION OF ILLUSTRATIVE
EMBODIMENTS

Embodiments of the present invention are directed to
systems and methods for controlling an exhaust gas fan
system. The control system may monitor the static pressure
of the exhaust system and control one or more components
of the exhaust system to optimize system performance and
imp rove energy efficiency. The control system may be
designed to maintain a substantially constant pressure in the
exhaust header and provide a substantially constant flow
through the exhaust fans (e.g., a substantially constant
volume and discharge velocity). At the same time, the
control system may be designed to ensure proper dilution of
the exhaust air and to generate an exhaust plume having a
velocity sufficient to ensure the exhaust air is not re-
introduced into the building intake.

Embodiments of the present invention tie the control
system together with one or more components of the exhaust
gas fan system to optimize system performance and provide
energy savings. The control system may include software
and hardware that allow the control system to monitor and
maintain a constant static pressure in the exhaust system by
controlling one or more exhaust system components. The
control system may accomplish this by controlling one or
more of: modulation of one or more by-pass dampers;
adjustment of the nozzle outlet area; varying the speed of the
fans; staging of fans; and the like. By utilizing and control-
ling one or more of these functions, the amount of energy
being used may be minimized/optimized. For example,
reduced horsepower may be required due to one or more of
staging of fans, variable speed drives, minimizing/eliminat-
ing by-pass flow, and/or adjustment of outlet nozzles area.

Implementation and use of the features such as: staging of
fans on multiple fan systems, variable fan speed, and adjust-
able outlet nozzles; may reduce and/or eliminate the need for
use of a by-pass damper, providing improved efficiencies
and energy savings. Although conventional exhaust systems
may have addressed one of these features in isolation,
conventional systems do not include the combination and
integration of the various control functions.

Also, certain large facilities may have an exhaust load
such that at least one exhaust fan is required at all times. As
such, the exhaust system may not need a by-pass, but rather
may employ a control system having one or more of: staged
fans, adjustable speed fans, and adjustable outlet nozzles.
These features may provide an ability to adjust and fine tune
the exhaust system with or without the need for by-pass.

Preferably, the control system is self-reliant, meaning that
the control system need not be tied into the building system.
Preferably, the control system is intelligent, meaning that it
includes logic for responding to a sensed exhaust system
parameter and controlling one or more components of the
exhaust gas system to maintain system set point.

FIG. 1 shows an exemplary building exhaust gas fan
system for exhausting air (gas and fumes) from a building.
As shown in FIG. 1, the building exhaust gas fan system
includes exhaust fans mounted on the roof of the building.
During operation, building exhaust is drawn into the exhaust
ducting through one or more exhaust hoods located at
various locations within the building being served by the
exhaust gas fan system. The exhaust ducting may include a
plurality of branches, for example, each branch serving a
different location, wing, room, lab, etc. within the building.
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As the exhaust is drawn upward by the exhaust fans, the
branches combine into common branches and eventually
into a common duct (also referred to as a trunk duct or riser).
The common duct may be in fluid communication with a
plenum.

A static pressure probe may be installed in the common
duct and/or plenum to monitor the static pressure of the
exhaust. The exhaust gas fan system may operate to main-
tain a constant static pressure in the header (i.e., the common
header and plenum). The system may include one or more
by-pass dampers mounted on the plenum to allow dilution of
the exhaust with atmospheric air and/or to improve the
performance of the exhaust fan(s). Actuators may be pro-
vided for positioning the by-pass dampers. Pressure changes
in the plenum (or common duct) caused by hood demand
may be sensed by the static pressure probe and used by the
control system to cause the by-pass dampers to modulate, for
example using an actuator, to maintain set point.

As shown in FIG. 1, one or more exhaust fans are in fluid
communication with the plenum. Also as shown, the exhaust
fans include a fan housing, an impeller assembly, and a
motor. Suitable fan types may include: mixed flow, centrifu-
gal, axial, radial, and the like. The motor size may be
selected to meet precise airflow and pressure requirements
of the particular exhaust system. The exhaust fans may also
include an Adjustable Speed Drive (ASD). The ASD may
include a Variable Speed Drive (VSD) or a Variable Fre-
quency Drive (VFD). Pressure changes in the plenum (or
common duct) caused by hood demand may be used by the
control system to send a signal to the fan drive to adjust the
fan speed to maintain set point. In multiple fan systems, the
control system may also stage fans in order to maintain
system pressure.

The exhaust fans may have a side inlet or a bottom inlet.
As shown, the exhaust fans include a bottom inlet and are
mounted on top of the plenum. The exhaust fan may include
an isolation damper. The isolation damper may be controlled
by an actuator to close off de-energized fans in a multiple fan
system. This prevents atmospheric air from being drawn in
reverse through a de-energized fan and windmilling of
off-line fans.

Operation of the exhaust fan(s) draws the exhaust from
the plenum and discharges the exhaust into a nozzle located
downstream of the exhaust fan. The outlet nozzle may
include an adjustable outlet nozzle. The position, and hence
flow through area, of the outlet nozzles may be adjusted by
the control system in response to hood demand to maintain
set point.

Optionally, a wind band (i.e., one or more annular sections
disposed concentrically over and about the fan discharge in
a space relationship) may be used to induce atmospheric air
to combine with the exhaust air passing out of the nozzle
area for dilution and/or increasing the mass flow rate of the
discharging exhaust.

Exhaust systems typically require that the exhaust be
discharged a sufficient height above the building to ensure
proper dispersion of the exhaust and to prevent re-entrain-
ment of exhaust into the building intake. This may be
accomplish using conventional stacks, which are unsightly,
or a fan having outlet nozzles to increase the velocity of the
exiting exhaust and provide an effective stack height suffi-
cient to meet system design requirements. As shown in FIG.
1, the exhaust fan plume may be discharged upward as a
constant, full volume dispersion. Proper operation of the
exhaust gas fan system should ensure the there is no exhaust
recirculation.
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A shown in FIG. 1, a static pressure probe 47 may be
installed in the common duct and/or plenum to monitor the
static pressure of the exhaust. The control system may
receive a signal from the static pressure probe. In an effort
to maintain a substantially constant system pressure set
point, the control system: may send a signal to, for example,
an electric actuator which modulates the by-pass damper;
may send a signal to the fan drive to adjust the speed of the
fan; may send a signal to the adjustable nozzles to adjust the
position of the nozzles. Each of these control functions may
be used individually, or in various combinations, to maintain
a substantially constant static pressure within the exhaust
header, and hence substantially constant flow through the
exhaust fans, in order to optimize exhaust system perfor-
mance and efficiency.

Preferably, the control system logic is set to optimize
system performance and improve energy efficiency. Energy
saving actions my include, for example: using the minimum
number of fans; operating the fan(s) at minimum speed;
eliminating and/or minimizing the use of by-pass; etc.

FIG. 2A shows an exemplary exhaust gas fan system
having a control system for controlling multiple exhaust fans
and includes by-pass dampers and adjustable speed drives
(ASD). The control system 16 may normally maintain
by-pass damper 14 closed to conserve energy. Otherwise,
control system 16 may open the by-pass damper to maintain
gas exhaust above the minimum required level. Control
system 16 may be mounted directly on the common plenum
18. The fan motors 26, 28, 30 may be controlled by variable
frequency drives (VFD’s) 32, 34, 36. The VFD drive may
add a considerable amount of energy savings by reducing/
eliminating the need for by-pass air while the fan is exhaust-
ing at velocities above a set minimum discharge velocity
(e.g., 3000 fpm). The minimum discharge velocity may be
manually set in the VFD as a minimum frequency, or a flow
station (not shown) can be mounted within the fan inlet bell,
or a piezometer may be mounted on the inlet bell.

Flow transducers 38, 40, 42 may be used to determine
airflow through the duct work. These sensors may be tied to
control system 16, which maintains a constant airflow
through the fan. A pressure transducer 48 (e.g., a static
pressure probe) may be used to monitor the static pressure
in the exhaust system. Actuators 44 and 46 may control the
opening and closing of the by-pass damper. The control
system 16 may operate these actuators to maintain a constant
static pressure within the building ductwork.

FIG. 2B is a flow chart illustrating the logic of an
exemplary control system that may be used with an exhaust
gas fan system having one or more exhaust fans. In this
embodiment, the control system monitors the building sys-
tem static pressure and may control the number of exhaust
fans, the speed of the exhaust fans, and/or the operation of
the by-pass dampers. As shown in FIG. 2B, the control
system provides for starting and stopping of each exhaust
fan.

When the building exhaust fan system is placed in opera-
tion, a first exhaust fan may be started/energized, its isola-
tion damper opens, and the drive of the first exhaust fan may
be set at a minimum speed. If multiple fans are included, the
other fans may be off or in a stand-by mode. Any de-
energized fan will have its isolation damper closed. With
low demand (i.e., low cfm demand) from the hoods, one fan
may be used and the by-pass dampers may be open to
provide more flow to the fan. As hood demand increases, the
control system may cause the by-pass dampers to close. As
the by-pass dampers approach full closure and/or are at full
closure (or reaches some other pre-determined point), and as
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the exhaust load in the building continues to increase, the
control system may increase the speed of the first exhaust
fan to provide more flow.

As the first exhaust fan approaches and/or is at a pre-set
maximum speed (or reaches some other pre-determined
point), a second exhaust fan may be energized. With two
exhaust fans in operation, less flow may be required and the
exhaust fans may be set to a minimum speed and the by-pass
dampers may open to hold the desired set point. As hood
demand continues to increases, the control system may
cause the by-pass dampers to close. As the by-pass dampers
approach full closure and/or are at full closure, and as the
exhaust load in the building continues to increase, the
control system may increase the speed of the first and second
exhaust fans to provide more flow. When multiple exhaust
fans are in operation, the control system preferably balances
the load (e.g., flow rate) between the exhaust fans.

With decreasing system demand, the control system may
reverse the order of the control logic. Referring to FIG. 2B,
the fan speed may be decreased until the fans reached a
minimum speed. With continued decreasing system demand,
the control system would begin to open the by-pass to
increase by-pass flow to the fans. Once the by-pass is fully
open, and with continued decreasing demand, the control
system may de-energize one of the fans since less flow is
needed. The isolation damper for the de-energized fan may
be closed. The speed of the remaining fan may be adjusted
to maintain set-point. Once the fan is at minimum speed, the
by-pass damper may be open to increase by-pass flow to the
fans. Again, at all times the control system maintains a
constant system pressure and ensures that the outlet velocity
of the exhaust system does not fall below safety/design
requirements.

By properly controlling the operation of one or more of:
the by-pass dampers position; the fan drive speed; and
adjustable nozzle position in order to properly maintain a
constant system pressure and proper control airflow through
the system, considerable savings in motor brake horsepower
may be achieved.

FIGS. 3A and 3B show an exemplary exhaust gas fan
system comprising a single exhaust fan. As shown in FIGS.
3A and 3B, the exhaust fan is mounted on top of a plenum.
The plenum includes an inlet for receiving exhaust air. An
isolation damper may be provided to cover the plenum inlet.
The exhaust fan also includes a fan assembly, a nozzle and
a outlet. Optionally, and as shown in FIGS. 3A and 3B, the
exhaust fan may include a wind band 19.

FIGS. 4A and 4B show an exemplary exhaust gas fan
system comprising multiple exhaust fans. As shown in
FIGS. 4A and 4B, two exhaust fans are mounted on top of
a plenum. One or more by-pass dampers may be provided on
the plenum. A by-pass damper actuator may be used to
control the operation of each by-pass damper. A rain cover
may be provided for each by-pass damper. An isolation
damper may be provided between the plenum and each
exhaust fan. An isolation damper actuator may be used to
control the operation of each isolation damper. The isolation
damper improves system performance by reducing/prevent-
ing outside air from being drawn into the operating exhaust
fan through a non-operating exhaust fan.

As shown in FIGS. 4A and 4B, the exhaust fans include
a fan housing, a motor, and disconnect switch. A nozzle is
provide downstream of the fan to increase the velocity of the
discharging exhaust and to produce a converging high
velocity plume. An optional entrainment wind band 19 is
also shown.
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FIGS. 5A and 5B show another multiple exhaust fan
embodiment comprising three exhaust fans mounted on top
of'a plenum. One or more by-pass dampers may be provided
on the plenum. A by-pass damper actuator may be used to
control the operation of each by-pass damper. A rain cover
may be provided for each by-pass damper. An isolation
damper may be provided between the plenum and each
exhaust fan. An isolation damper actuator may be used to
control the operation of each isolation damper.

Again, the exhaust fans include a fan housing, a motor,
and disconnect switch. A nozzle may be provided down-
stream of each fan to increase the velocity of the discharging
exhaust and to produce a converging high velocity plume.
An optional entrainment wind band 19 is also shown
mounted on each exhaust fan.

In embodiments employing multiple exhaust fans, a
backup/redundant fan may be utilized. In such an embodi-
ment, at least three exhaust fans will by installed (see FIGS.
5A and 5B). The control system logic may include provi-
sions for periodically cycling which of the exhaust fans is
the backup/redundant fan. This cycling or sequencing of
exhaust fans should ensure that all the exhaust fans have
substantially the same number of hours of operation. In
addition, the control system logic should include provisions
for operating the backup/redundant fan in case of failure of
any one fan.

FIG. 6 is a flow chart illustrating the further logic of an
exemplary control system for cycling or sequencing of the
exhaust fans. As with the embodiment described with
respect to FIG. 2, this embodiment includes a control system
that monitor the building system static pressure and may
control one or more of: modulation of the by-pass dampers,
the variable speed of the exhaust fans, and/or the number of
exhaust fans in operation. As shown in FIG. 6, the control
system may further include logic for cycling or sequencing
of'exhaust fans in an exhaust gas fan system having multiple
exhaust fans. Further, in embodiments having three or more
exhaust fans, the control system logic may provide control
for operating one of the exhaust fans as a back-up/redundant
fan. The exhaust fan designated as the redundant fan may be
cycled by the control system among the fans. It is preferred
that the cycling/sequencing of multiple fans be varied so that
all fans operate approximately equal hours. Also, it is
preferred that no fan remain idle for an extended period of
time. Having a redundant fan helps to prolong the life of the
fans by distributing the operating hours over a greater
number of fans.

As described with respect to FIGS. 2B and 6, one or more
by-pass dampers may be employed. During periods of low
system demand, the exhaust fans need to have supplemental
air coming in. This may be accomplished via by-pass air
being drawn from atmospheric air. Preferably, the exhaust
fans are maintained at a pre-determined minimum speed to
prevent the exhaust from coming back down onto the
rooftop and being re-entered back into the building intakes.
By-pass air serves the purpose of helping to maintain the
plum at a sufficient velocity during periods of low demand.
In other words, instead of slowing the fans down to a speed
where the plum may fall back down onto the rooftop, a
by-pass damper may be opened up to provide makeup air.
The control system may monitor and maintain the static
pressure in the building, even though the exhaust hoods may
be closed and the exhaust system may be drawing supple-
mental air through the by-pass damper.

As the building’s exhaust load increase, the exhaust hoods
start opening. As a result, more air needs to be flowing
through the system and the by-pass dampers start to close.
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Use of by-pass is inefficient, and if possible, it is generally
desirable to minimize or eliminate the use of by-pass air. Use
of'a control system including one or more of: staging of fans,
variable speed drive, adjustable outlet nozzles, with or
without by-pass modulation, serves the purpose of enhances
system performance and provides energy savings.

FIG. 7 is a flow chart illustrating another embodiment of
the control system for a multiple fan system. The control
system includes Adjustable Speed Drives (ASD) and the
exhaust gas system does not include by-pass dampers and
has non-adjustable outlet nozzles. Use of ASD helps to
minimize electrical energy consumed by the fans. The ASD
may receive inputs from the pressure and/or flow transduc-
ers. ASD also help to prolong the life of the fans by
operating the fans at a minimum speed necessary to meet
system demand.

As shown in FIG. 7, the control includes start/stop logic.
At start-up, a first exhaust fan is energized and the control
system controls the fan drive. With low system demand, the
control system sets the fan speed to a pre-set minimum
speed. As hood demand increases, the static press probe in
the exhaust header senses low system pressure and the
control system may respond by sending a signal to the fan
drive to increase the fan speed.

Once the fan reaches a pre-set maximum speed, and with
increasing system demand, the control system may start a
second exhaust fan. The load is balanced between the
energized fans and the fan drives (fan drive 1 and fan drive
2) may be set to the pre-set minimum speed. As system
demand continues to increase, the control system may
increase the speed of the two fans. If the fans reaches a
pre-set maximum speed, and with increasing system
demand, the control system may start a third exhaust fan.
The load may be balanced between the energized fans and
the fan drives (fan drive 1, fan drive 2, fan drive 3) may be
set to the pre-set minimum speed. As system demand
continues to increase, the control system may increase the
speed of the three fans. This process may be repeated for
however many fans are installed in the exhaust system.

As with the embodiment of FIG. 6, one of the fans may
be designated as a redundant fan. The redundant fan is not
included in the regular control logic, and is typically used as
an emergency back-up. Also, the control system preferably
cycles and sequences the fans to rotate which fan is the
redundant fan and ensure substantially the same operating
hours for each of the fans.

FIG. 8 is a flow chart illustrating another embodiment of
the control system logic. The embodiment of FIG. 8 includes
Adjustable Speed Drives (ASD) and adjustable outlet
nozzles for optimizing the performance of the exhaust
system. This embodiment does not include by-pass dampers.
Elimination of the by-pass dampers may result in improved
energy efliciencies. As shown in FIG. 8, the control includes
start/stop logic. At start-up, a first exhaust fan is energized,
the fan speed is set to a pre-set minimum speed, and the
adjustable nozzles are positioned to have a pre-set minimum
flow through area. Setting the adjustable nozzles to a mini-
mum flow through area helps to ensure sufficient exhaust
velocity to avoid re-entrainment of exhaust. The control
system controls the position of the adjustable nozzles.

As system demand increases, the control system may
respond by sending a signal to an actuator to adjust the
position of the nozzles to increase the flow through area.
This results in more flow through the exhaust fan. Once the
adjustable nozzles reach a pre-set maximum flow through
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area, and with increasing system demand, the control system
may control the fan drive to increase the speed of the exhaust
fan.

As shown in FIG. 8, once the fan reaches a pre-set
maximum speed, and with increasing system demand, the
control system may start a second exhaust fan. The load is
balanced between the energized fans and the fan drives (fan
drive 1 and fan drive 2) may be set to the pre-set minimum
speed. The control system may also set the adjustable
nozzles to have a minimum flow through area.

As system demand increases, the control system may
respond by adjusting the position of the nozzles to increase
the flow through area, resulting in more flow through the
exhaust fan. Once the adjustable nozzles reach a pre-set
maximum flow through area, and with increasing system
demand, the control system may control the fan drives to
increase the speed of the exhaust fans. This process may be
repeated for as many fans as are available in the exhaust
system. A redundant fan and cycling/sequencing logic may
also be included.

FIGS. 9A and 9B show an exemplary adjustable nozzle.
As shown, adjustable nozzle assembly 16 may include two
nozzle halves, 18 and 20, each shaped as a partial conical
section. Nozzle sections 18 and 20 may be concave toward
each other and may be spaced from one another.

As shown, the nozzle sections 18 and 20 each include an
inner wall 21 and an outer wall 22. The inner wall 21 has
flexible panels 21a, 215, 21c¢, 21d which are movable about
an axis to change the outlet area (i.e., flow through area) of
the outlet nozzle. The flexible panels form the inner walls of
each of the nozzle sections. Flexible panels 21a, 215, 21c,
21d may move in unison as a drive mechanism 24 propels
a rod or linkage 23 to change the outlet area of the outlet
nozzle. For example, the outlet area is changed from that of
FIG. 9A to the smaller area of FIG. 9B, which increases the
exhaust velocity.

Adjustable outlet nozzles may be used to improve exhaust
system performance by providing a reduced flow through
area during periods of low system demand. During periods
of low demand, less exhaust air may be going through the
fan(s). As a result, the adjustable nozzles may pinch off
(reduce the flow through area) and the exhaust air velocity
increases. This feature helps maintain the minimum pre-
determined discharge velocity.

An adjustable outlet nozzle also provides energy efficien-
cies. For example, if the outlet nozzle is a fixed nozzle, as
the system demand increases and all other parameters are
constant, more air will be moving through the outlet nozzle.
If the outlet or flow through area of the nozzle is constant,
then you are paying for the velocity pressure—i.e., the extra
velocity that is not necessary for proper exhaust system
performance. An alternative solution may be to open up the
adjustable nozzles and use less horsepower to maintain the
desired discharge velocity. This reduces energy consump-
tion.

Additional details of the adjustable nozzle assembly may
be found in U.S. Provisional patent application Ser. No.
11/958,617, filed Dec. 20, 2007 and entitled “Upblast
Exhaust Apparatus with a Variable Outlet Nozzle,” which is
incorporated herein by reference in its entirety.

FIG. 10 is a flow chart illustrating another exemplary
control system for controlling a multiple exhaust fan system.
The control system works to maintain the static pressure in
the system and may control one or more of: modulation of
the by-pass dampers, the flow through area of the outlet
nozzle, the speed of the exhaust fans, and the number of
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exhaust fans in operation. As shown in FIG. 10, the control
system provides start/stop logic for each exhaust fan in a
multiple fan system.

When the building exhaust fan system is placed in opera-
tion, a first exhaust fan may be energized and the drive of the
first exhaust fan is set at a minimum speed. The other fans
may be off or in a stand-by mode. With low system demand,
the by-pass dampers may be open and the adjustable nozzles
may be set to a minimum flow through area. As hood
demand increases, the control system may cause the by-pass
dampers to close. As the by-pass dampers approach full
closure and/or are closed, and as the exhaust load in the
building continues to increase, the exhaust fan need more
flow to maintain optimal performance and the control sys-
tem may adjust the outlet nozzle to increase the flow through
area of the outlet nozzle to provide more flow. As the
adjustable outlet nozzles approach maximum flow through
area and/or are at the maximum flow through area, and as the
exhaust demand in the building continues to increase, the
exhaust fan need more flow to maintain optimal perfor-
mance and the control system may send a signal to the fan
ASD to increase the speed of the first exhaust fan to provide
more flow.

As the first exhaust fan approaches and/or is at a pre-set
maximum speed, a second exhaust fan may be started to
provide additional flow. With two exhaust fans in operation,
less flow per fan may be required and the exhaust fans may
be set to a minimum speed, the by-pass dampers may be
open, and the adjustable nozzle may be set to a minimum
flow through area. As hood demand continues to increases,
the control system may cause the by-pass dampers to close
thus pulling more exhaust from the building. As the by-pass
dampers approach full closure and/or are at full closure, and
as the exhaust load in the building continues to increase,
more flow is needed and the control system may adjust the
position of the outlet nozzle to increase the flow through
area. As the adjustable outlet nozzles approach maximum
flow through area and/or are at the maximum flow through
area, and as the exhaust demand in the building continues to
increase, the exhaust fan need more flow to maintain optimal
performance and the control system may send a signal to the
fan drive to increase the speed of the exhaust fans to provide
more flow.

As the first and second exhaust fans approach and/or are
at a pre-set maximum speed, a third exhaust fan may be
started to provide additional flow. This process may be
repeated for as many fans are present in the multiple exhaust
fan system.

Embodiments of the control system include:

1. single fan system with by-pass, no ASD, no adjustable

nozzles;

2. single fan system with by-pass and adjustable nozzles,

no ASD;

3. single fan system with by-pass, no adjustable nozzles,

and ASD;

4. single fan system with ASD, no by-pass, no adjustable

nozzles;

5. single fan system with ASD and adjustable nozzles, no

by-pass;

6. single fan system with ASD, adjustable nozzles, and

by-pass

7. multiple fan system with ASD and staging of fans, no

by-pass, no adjustable nozzles;

8. multiple fan system with ASD, staging of fans, and

by-pass, no adjustable nozzles;
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9. multiple fan system with ASD, staging of fans, and

adjustable nozzles, no by-pass; and

10. multiple fan system with ASD, staging of fans,

by-pass, and adjustable nozzles.

The control system may include some sort of damping to
avoid cycling. This may include a time delay, a set point
having a dead band or range, and the like.

The control system may be a self-reliant or independent
system serving the exhaust gas fan system only. Alterna-
tively, the control system may be integrated in to the
building control system. Also, the control system may be
wired to the building emergency exhaust system and may be
used to evacuate smoke.

The control system may be housed in an enclosure.
Preferably, the location of the controls is such that they are
protected from the weather and accidental knocking, yet is
convenient to access for maintenance and repair. The enclo-
sure may comprise a stand-alone enclosure, such as a
NEMA 4 enclosure. The control system enclosure may be
mounted to the structure of the plenum. Alternatively, the
control system may be incorporated into the control enclo-
sure of another component of the exhaust system. For
example, the control system may be implemented on a card
or printed circuit board that may be inserted into the fan
controller, the VFD, and the like

“PID” depicted in several of the figures stands for Pro-
portional Integral Differential and represents a logic pro-
gram. The PID program may include a set code that says
whatever these conditions are, check out the static pressure,
basically balance the system out to try and meet that static
pressure inside the duct work.

The exhaust gas fan system may include a modular design
and may be delivered as a package that can be dropped into
place on the roof of a building. The package may include the
mixing plenum, by-pass dampers, fans, motors, adjustable
speed drives, discharge nozzles, adjustable nozzles, etc. The
modular design may readily allow, for example, the instal-
lation/replacement of one or more fans.

The control system for exhaust gas fan systems may be
used as a practical, cost-efficient, and energy efficient solu-
tion for applications having pollution abatement, re-entrain-
ment, and odor control problems. The control system may be
used with new constructions and retrofits. The control sys-
tem and exhaust gas system may be used for any building or
facility, including for example: hospitals; infirmaries; isola-
tion rooms; clean rooms; biomedical facilities; research
laboratories; pharmaceutical, chemical, and petrochemical
facilities; manufacturing facilities; production facilities;
wastewater treatment plants; emergency diesel generator
exhaust; or any other facility where 100% make-up air is
desired/required.

While the present invention has been described in con-
nection with the exemplary embodiments of the various
figures, it is not limited thereto and it is to be understood that
other similar embodiments may be used or modifications
and additions may be made to the described embodiments
for performing the same function of the present invention
without deviating therefrom. Therefore, the present inven-
tion should not be limited to any single embodiment. Also,
the disclosed embodiments should be construed to include
other variants and embodiments of the invention, which may
be made by those skilled in the art without departing from
the true spirit and scope of the present invention.

What is claimed:

1. A control system configured to exhaust gas from a
building of the type including ducting, a mixing plenum in
fluid communication with the ducting, an exhaust fan on the
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mixing plenum configured to draw gas through the mixing
plenum so as to discharge the gas through an outlet as
exhaust gas, and a variable speed fan drive that operates the
exhaust fan at variable speeds, the control system compris-
ing:

a first static pressure probe disposed in the ducting and a
second static pressure probe disposed in the mixing
plenum, the first and second static pressure probes
disposed upstream of the variable speed fan and oper-
able to measure a static pressure of the exhaust gas,
wherein the control system receives inputs from the
static pressure probes and controls the speed of the
exhaust fan based on the inputs from the static pressure
probes so as to maintain a discharge velocity of the
exhaust gas at the outlet.

2. The control system recited in claim 1, further compris-
ing a plurality of variable speed fans configured to draw the
exhaust gas from the mixing plenum, and a corresponding
plurality of variable speed fan drives associated with the
variable speed fans, respectively, such that the control
system controls the variable speed fan drives.

3. The control system recited in claim 2, wherein the
exhaust fan comprises at least three exhaust fans that are on
the mixing plenum, and wherein at least one of the exhaust
fans is operating and the control system maintains one fan in
a standby mode.

4. The control system recited in claim 2, wherein when
one of the plurality of variable speed fans approaches and/or
is at a maximum speed, the control system is configured to
energize a second variable speed fan of the plurality of
variable speed fans.

5. The control system recited in claim 1, further compris-
ing a bypass damper disposed in the mixing plenum and
configured to entrain ambient air into the mixing plenum,
wherein the control system closes the bypass damper when
the discharge velocity of the exhaust gas is above a mini-
mum, and opens said bypass damper to maintain the dis-
charge velocity of the exhaust gas above said minimum.

6. The control system recited in claim 1, wherein the
control system increases the speed of the exhaust fan to
increase the discharge velocity.

7. The control system recited in claim 5, wherein a
constant static pressure is maintained within the ducting by
modulating said bypass damper.

8. The control system recited in claim 1 further compris-
ing:

a plurality of spaced apart wind band sections, each wind

band section having a top end defining a top opening,
a bottom end defining a bottom opening, and one of
more side walls disposed between and connecting said
top end to said bottom end;

said plurality of wind band sections being disposed cir-
cumferentially and in vertical spaced relation over said
outlet and extending generally upward therefrom;

wherein each wind band section has a smallest diameter
or width greater than a diameter or width of said outlet.

9. The control system recited in claim 1, wherein the
control system receives inputs from the static pressure
probes and controls the speed of the exhaust fan so as to
maintain a minimum discharge velocity of the exhaust gas at
the outlet.

10. The control system recited in claim 9, wherein the
minimum discharge velocity is a minimum pre-determined
discharge velocity.

11. The control system recited in claim 1, wherein the
control system controls the speed of the exhaust fan so as to
maintain a static pressure in the ducting.
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12. The control system recited in claim 1, wherein the
outlet comprises an adjustable outlet nozzle having an
adjustable flow-through area.

13. The control system recited in claim 12, wherein
decreasing the flow-through area decreases the flow of the
exhaust gas and increases a velocity of the exhaust gas
exiting the adjustable outlet nozzle, and increasing the
flow-through area increases the flow of the exhaust gas and
decreases the velocity of the exhaust gas exiting the adjust-
able outlet nozzle.

14. The control system recited in claim 13, wherein the
control system further sends a signal to the adjustable nozzle
so as to control the flow-through area and maintain the
discharge velocity of the exhaust gas at the outlet.

15. The control system recited in claim 14, wherein at
start-up, the fan is energized and the speed of the exhaust fan
is set to a minimum, and the flow-through area is set to a
minimum.

16. The control system recited in claim 15, wherein
increasing system demand causes the control system to
increase the flow-through area.

17. The control system recited in claim 16, wherein when
the flow-through area is at a maximum, the control system
causes the speed of the exhaust fan to increase.

18. A building exhaust system configured to control a flow
of exhaust gas from a building, the exhaust system com-
prising:

ductwork configured to carry the exhaust gas;

a mixing plenum configured to receive the exhaust gas

from the ductwork;

at least one fan on the mixing plenum coupled to a

variable speed fan drive, the at least one fan configured
to blow the exhaust gas out the building through an
outlet; and

a control system including:

a first static pressure probe disposed in the ductwork;

a second static pressure probe disposed in the mixing
plenum, the first and second static pressure probes
disposed upstream of the at least one fan and oper-
able to measure the static pressure of the exhaust gas,
wherein the control system receives inputs from the
static pressure probes and controls the variable speed
fan drive based on the inputs from the static pressure
probes so as to maintain a discharge velocity of gas
at the outlet.

19. The building exhaust system as recited in claim 18,
further comprising a plurality of fans, each fan coupled to a
variable speed fan drive, respectively, wherein the control
system is configured to adjust a fan speed of each fan
independently.

20. The building exhaust system recited in claim 19,
wherein when one of the plurality of fans approaches and/or
is at a maximum speed, the control system is configured to
energize a second fan of the plurality of fans.

21. The building exhaust system recited in claim 18
wherein the outlet comprises an adjustable outlet nozzle
having an adjustable flow-through area.

22. The building exhaust system recited in claim 21,
wherein decreasing the flow-through area decreases the flow
of'the exhaust gas and increases a velocity of the exhaust gas
exiting the adjustable outlet nozzle, and increasing the
flow-through area increases the flow of the exhaust gas and
decreases the velocity of the exhaust gas exiting the adjust-
able outlet nozzle.

23. The building exhaust system recited in claim 22,
wherein the control system further sends a signal to the
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adjustable nozzle so as to control the flow-through area and
maintain the discharge velocity of the exhaust gas at the
outlet.

24. The building exhaust system recited in claim 23,
wherein at start-up, the at least one fan is energized and the
speed of the fan is set to a minimum, and the flow-through
area is set to a minimum.

25. The building exhaust system recited in claim 24,
wherein increasing system demand causes the control sys-
tem to increase the flow-through area.

26. The building exhaust system recited in claim 25,
wherein when the flow-through area is at a maximum, the
control system causes the speed of the at least one fan to
increase.

27. A method of controlling a flow of exhaust gas from a
building of the type having ducting, a mixing plenum in fluid
communication with the ducting, and at least one fan on the
mixing plenum configured to force the exhaust gas through
the ducting and the mixing plenum, and out the building, the
method comprising the steps of:

sensing a static pressure of the exhaust gas both in the

ductwork and in the mixing plenum upstream of the at
least one fan;
determining whether the sensed static pressure corre-
sponds to an actual exhaust gas flow rate that is above
or below a minimum exhaust gas flow rate; and

controlling, based on the sensing step, the at least one fan
to maintain the actual exhaust gas flow rate at or above
the minimum exhaust gas flow rate.

28. The method as recited in claim 27, wherein the at least
one fan is coupled to a variable speed drive configured to
operate the at least one fan at a variable fan speed, the
controlling step further comprising varying the fan speed so
as to maintain the actual exhaust gas flow rate at or above the
minimum exhaust gas flow rate.

29. The method as recited in claim 27, wherein, the at
least one fan is configured to force the exhaust gas through
an outlet, and when the at least one fan is at a minimum
speed, opening a bypass damper to maintain the actual
exhaust gas flow rate of the exhaust gas at the outlet.

30. The method as recited in claim 27, wherein the at least
one fan is configured to force the exhaust gas through an
outlet that comprises an adjustable outlet nozzle having an
adjustable flow-through area, the method further comprising
the steps of decreasing the flow-through area so as to
decrease a flow of the exhaust gas and increase the actual
exhaust gas flow rate exiting the adjustable outlet nozzle,
and increasing the flow-through area so as to increase the
flow of the exhaust gas and decrease the actual exhaust gas
flow rate exiting the adjustable outlet nozzle.

31. The method as recited in claim 30, wherein the steps
of decreasing and increasing the flow-through area further
comprise sending a signal to the adjustable outlet nozzle so
as to control the flow-through area and maintain the actual
exhaust gas flow rate of the exhaust gas at the outlet.
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32. The method as recited in claim 31, wherein at start-up,
the controlling step includes energizing at least one of the at
least one fan to operate at a minimum speed and setting the
flow-through area to a minimum flow-through area.

33. The method as recited in claim 32, wherein, with
increasing system demand the controlling step further
includes increasing the flow-through area.

34. The method as recited in claim 33, wherein, when the
flow-through area is at a maximum, the controlling step
further includes increasing the speed at least one of the at
least one fan.

35. The method as recited in claim 30, wherein, when the
flow-through area is at a minimum, opening a bypass
damper to maintain the actual exhaust gas flow rate of the
exhaust gas at the outlet.

36. A control system configured to exhaust gas from a
building of the type including ducting, a mixing plenum in
fluid communication with the ducting, an exhaust fan on the
mixing plenum configured to draw gas through the mixing
plenum so as to discharge the gas as exhaust gas through an
outlet nozzle having an adjustable flow-through area, and a
variable speed fan drive that operates the exhaust fan at
variable speeds; the control system comprising:

a static pressure probe disposed upstream of the exhaust
fan in at least one of the mixing plenum or the ducting,
the static pressure probe operable to measure a static
pressure of the exhaust gas; and

a flow transducer, operable to determine flow rate through
the ducting;

wherein the control system adjusts the flow-through area
of the outlet nozzle based on input from the static
pressure probe, wherein the adjustment maintains con-
stant pressure in the ducting and maintains a discharge
velocity of the exhaust gas at the outlet nozzle.

37. The control system of claim 36, wherein the static

pressure probe is disposed in the ducting.

38. The control system of claim 36, further comprising a
plurality of variable speed fans, and a plurality of exhaust
fans coupled to a respective one of the variable speed fan
drives, and configured to blow the gas out the building,
wherein the control system is configured to adjust the fan
speed of each of the plurality of exhaust fans independently.

39. The control system of claim 38, wherein when one of
the plurality of fans approaches and/or is at a maximum
speed, the control system is configured to energize a second
fan of the plurality of fans.

40. The control system of claim 36, wherein decreasing
the outlet flow-through area decreases the flow of gas and
increases the discharge velocity of the gas exiting the
adjustable outlet nozzle, and increasing the outlet nozzle
flow-through area increases the flow of the gas and
decreases the discharge velocity of the gas exiting the
adjustable outlet nozzle.
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